
Caliber: .177 / .22 / .25 
 

Barrel: 300mm CZUB non-choked  
Energy: 45J  (33.2 ft·lb) / 65J (47.9 ft·lb) / 85J (62.7 ft·lb)

Energy: 45J  (33.2 ft·lb) / 65J (47.9 ft·lb) / 85J (62.7 ft·lb)

Energy: 65J (47.9 ft·lb) / 100J (73.8 ft·lb) / 125J (92.2 ft·lb)

Energy: 65J (47.9 ft·lb) / 100J (73.8 ft·lb) / 125J (92.2 ft·lb)

Energy: 79J (58.3 ft·lb) / 123J (90.7 ft·lb) / 155J (115 ft·lb)

Energy: 79J (58.3 ft·lb) / 123J (90.7 ft·lb) / 155J (115 ft·lb)

 

Air tank + plenum: 90 cc + 70 cc 

Weight: 3200 g / 7.05 lb 
Length: 790 mm / 31.1 in 

Caliber: .177 / .22 / .25

Barrel: 550mm CZUB / LW non-choked
Air tank + plenum: 240 cc + 101 cc
Weight: 3 800g / 8.38 lb
Length: 1040 mm / 40.94 in

Caliber: .177 / .22 / .25 
 

Barrel: 550mm CZUB / LW non-choked  
 

Weight: 4 560g / 10.05 lb 
Length: 1040 mm / 40.94 in

Caliber: .177 / .22 / .25

Barrel: 300mm CZUB non-choked
Air tank + plenum: 300 cc + 70 cc
Weight: 3 790g / 8.36 lb
Length: 790 mm / 31.1 in 

Caliber: .177 / .22 / .25 / .30

Barrel length: 700mm CZUB / LW non-choked
Air tank + plenum: 240 cc + 121 cc
Weight: 4 000g / 8.82 lb
Length: 1 190 mm / 46.85 in

Caliber: .177 / .22 / .25 /.30 
 

Barrel length: 700mm CZUB / LW non-choked 
 

Weight: 4 680g / 10.32 lb 
Length: 1 190 mm / 46.85 in

Fully adjustable tactical stock CZUB non-choked barrel 12 grooves with 17,7“ twist rate

Lothar Walther polygonal non-choked barrel 6 grooves with 17,7“ twist rate

Max fill pressure 300 BAR / 4 350 PSI

External hammer spring adjuster

Integrated Arca-Swiss rail

Convertible AR-15 grip 

Fully adjustable trigger mechanism

Picatinny rail with a 30 MOA incline

Built-in Quick Detach Sling Swivel

Fast interchangeable calibers and barrels 

High-Power assisted valve

Energy up to 155 Joules 

Externally adjustable regulator

Ambidextrous and adjustable cheekpiece

Foldable stock

Ambidextrous side lever


