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GB ENTERPRISES 
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❑ Successfully supplying 
Cold Roll Formed Metal 
Sections PAN India and 
Overseas

❑ Manufacturing Facility 
spread in 1,65,000 sq.ft.

❑ Production Capacity 
3500 MT per month

❑ Workforce 200+

❑ Certified with: ZED, CE, 
ISO 9001 | 14001 | 45001 | 
50001



G.B. Enterprises Pvt. Ltd. is dedicated to cater 

one’s cold rolled metal section requirements. 

Most of our Clientele is Business organisations 

who are involved in trading, manufacturing or 

installing of various products and services. Its 

main focus is to manufacture quality products 

with continuous improvement in its product 

and services, so as to provide best quality to its 

customers at competitive price.

MISSION

VISION
To attain world class excellence by continuously 

adding utility to our customer products and 

adding values to its services.
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COMPANY GROWTH & HISTORY
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COMPANY TURNOVER
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Mr.NIKHIL GUPTA Mr.PRADEEP JAIN Mr.RAHUL JAIN

COMPANY HEADED BY THREE DIRECTOR’S
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FACTORY FACILITIES

At GB Enterprises, a state-of-the-art manufacturing 

unit is just nearby National Capital located at 

Sampla District Rohtak, Haryana. With high 

performances machines such as 40+ Roll Forming 

Machines, Coil Slitting, Bending, Shearing, 

Punching, the plant capacity is 3500 tonnes per 

month.

Raw Material Used - Pre-Galvanized I Galvalume I 

Posmac I Colour Coated(PPGI/PPGL)  I  Hot & Cold 

Rolled(HR/CR)

Thickness - Upto 4.0mm** 

Tensile Strength - Upto 650mpa**
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INFRASTRUCTURE AREA : 1,65,000 sq.ft. COVERED AREA : 1,10,000 sq.ft.

IN-HOUSE SLITTING 40+ ROLL FORMING MACHINE LINES
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PRODUCTION CAPACITY 3500 TON p.m 200+ GB TEAM

DESIGN & TOOL ROOM

LATHE MACHINE SHAPER MACHINE SURFACE GRINDER MACHINE BENDSHAW MACHINE



TESTING LAB

At GB Enterprises, we complete National, 

International statutory and legal requirements for

safety, health and environment in the 

manufacturing process. Our sources of best raw 

material are from reputed companies like Tata 

Steel BSL Ltd., ACCIL, Essar Steel, JSW, POSCO, 

Uttam Galva Steel Ltd. and SAIL .

IN-HOUSE TESTING FACILITIES : 

➢ DIGITAL UNIVERSAL TESTING MACHINE

➢ GSM TESTING SETUP

➢ ROCKWELL HARDNESS TESTING MACHINE

➢ SALT SPRAY TESTING MACHINE

➢ DIGITAL COATING THICKNESS TEST
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Our Products

uPVC DOORS & WINDOWS – 
STEEL REINFORCEMENT

SOLAR STRUCTURES

PRE-ENGINEERING BUILDING 
PURLINS PREFAB HOUSES & LGSF BUILDING

M E T A P R O
CEILING SUSPENSION SYSTEM

CABLE TRAY & WALKWAYS EARTHING STRIPS

ROOF SHEET / DECK SHEET

MEP UTILITIES – STRUT CHANNEL & 
ACCESSORIES 

TOP HAT CHANNEL

DRY WALL & PARTITION CHANNEL PALISADE FENCING CHANNEL

MULTI-LEVEL CAR PARKING 
CHANNEL

MODULAR CONTAINERISED SHELTERS / 
PORTA CABINS

BARBED & CONCERTINA WIRE
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uPVC DOORS & WINDOWS Steel Reinforcement
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SOLAR STRUCTURES

14



MEP UTILITIES – STRUT CHANNEL & ACCESSORIES

15Heavy Industry

Pharma IndustryWarehouse Commercial Building

Data Center



CHANNELS
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DIMENSIONAL DETAILS
Particulars Height

 (H) 
Width
  (W)

Thickness 
(T)

Gap Between Lips
 (A) 

Slot Size
(BxC)

Slot Distance 
(D) 

Unit INCHES MM INCHES MM GUAGE MM INCHES MM INCHES MM INCHES MM

Single 
Section

13/16" 21 1-5/8" 41 16 / 14 / 12 1.5 / 2.0 / 2.5 7/8" 22 9/16 x 1-1/8" 14 x 29 1-15/16" 50
1-5/8" 41 1-5/8" 41 16 / 14 / 12 1.5 / 2.0 / 2.5 7/8" 22 9/16 x 1-1/8" 14 x 29 1-15/16" 50

2-7/16" 62 1-5/8" 41 16 / 14 / 12 1.5 / 2.0 / 2.5 7/8" 22 9/16 x 1-1/8" 14 x 29 1-15/16" 50
3-1/4" 82 1-5/8" 41 16 / 14 / 12 1.5 / 2.0 / 2.5 7/8" 22 9/16 x 1-1/8" 14 x 29 1-15/16" 50

Double 
Section

1-5/8" 42 1-5/8" 41 16 / 14 / 12 1.5 / 2.0 / 2.5 7/8" 22 9/16 x 1-1/8" 14 x 29 1-15/16" 50
3-1/4" 82 1-5/8" 41 16 / 14 / 12 1.5 / 2.0 / 2.5 7/8" 22 9/16 x 1-1/8" 14 x 29 1-15/16" 50
4-7/8" 124 1-5/8" 41 16 / 14 / 12 1.5 / 2.0 / 2.5 7/8" 22 9/16 x 1-1/8" 14 x 29 1-15/16" 50
6-7/16" 164 1-5/8" 41 16 / 14 / 12 1.5 / 2.0 / 2.5 7/8" 22 9/16 x 1-1/8" 14 x 29 1-15/16" 50



Threaded Rod Stiffener Strut ChannelStrut Wall Brackets 
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ACCESSORIES



TOP HAT CHANNEL
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Walkway
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Cable Tray
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EARTHING STRIPS

Specification :

Dimensions 20x3; 25X3; 25X6

30X5; 50X6; 75x6

Length Upto 10mtr.

Material Hot Dip Galvanized 
IS 4759-2006
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PRE-ENGINEERING BUILDING - PURLINS

PUNCH SIZES
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LGSF BUILDING

LGSF (Light Gauge Steel Framing) is a construction technology that uses cold-formed steel sections as the primary 
structural components. These sections are made from thin sheets of galvanized steel, which are cold roll-formed.
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DRY WALL & PARTITION CHANNEL

Knurling upto 1mm
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Palisade Fencing Channel
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Multi-Level Car Parking Channel
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METAPRO
C E I L I N G  S U S P E N S I O N  S YS T E M S
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T – Grid System

http://www.prproducts.co.in/images/products/small-13.jpg
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Metal Tiles

PROPERTIES LAY-IN TILES CLIP-IN TILES.

1 METAL STEEL \ ALUMINIUM STEEL \ ALUMINIUM.

2 SURFACE PLAIN \ 

PERFORATED.

PLAIN \ 

PERFORATED.

3 COATING COIL \ 

POWDER-COATED

COIL \ 

POWDER-COATED.

4 SIZE 595 X 595 MM 600 X 600 MM.

5 THICKNESS STEEL(.5)

       & 

ALUMINIUM(.7)

STEEL(.5) 

      & 

ALUMINIUM(.7)

6 COLOURS ON  -DEMAND ON  -DEMAND .  

7 ZINC-

COATING

STEEL ( 120GSM ) STEEL ( 120GSM ).

8 GRID - 

SYSTEM

EXPOSED –

GRID -SYSTEM

CONCEALED –

GRID –SYSTEM

Technical Characteristics / Properties of Metal Tile
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Mineral Fibre Tiles
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TECHNICAL DATA
Material Wet formed mineral fiber

Surface Factory Applied Vinyl Late × 

Paint

Humidity 

Resistance

12mm – RH – 90%

15mm – RH – 95%

Material Fire 

Performance

CLASS – 0

Sound 

Absorption (NRC)

0.50 – 0.06

Insulation  Value Average R Factor 1.3(BTU 

units),   0.23 (Watts Units)

Light Reflectance 85%

Colour White

Density 275 – 310 Kg/m3 

Dimension 595mm × 595mm

Edge Finish Square, Tegular, Micro Look 

Thickness 12mm, 15mm



PVC Gypsum Tile

Technical Characteristics / Properties of PVC GYPSUM Tiles

TECHNICAL  DATA

Material PVC Laminated Gypsum Tile

Surface Decorative Pattern Poly Vinyl

Backing Metalized Polyester Film  

Humidity Resistance RH – 90%

Material Fire Performance CLASS – 0

Edges Sealed with Adhesive Tape/ Sealant

Light Reflectance 80%

Colour White, Golden & Wooden

NRC 0.1 – 0.3

Dimension 595mm × 595mm

Edge Finish Square

Thickness 7mm, 8mm & 9mm

❖  Low cost/ economical ceiling tiles.
❖  Water resistant & now a days used in bathrooms in builder flats.
❖  Equally popular in commercial & other residential segments.
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Baffle Ceilings

The Baffle Ceiling is curtain type decoration ceiling. Strong 

stereoscopic effect, the line of space is clean, new and 

unique with different colours. The style of decoration is clear, 

elegant, modern, and harmonious. Convenient to install and 

quick to remove. 

Exhaust heat

Convenient for air flowage. It creates a comfortable interior 

space. 

Beautiful Style 

Elegant line makes the light even and gentle distribution.

Features of Baffle ceiling:

1. Shaped : Square / U-Shaped

2. Material : Grade aluminium alloy / GP / PPGI

3. Installation System : Includes button type carrier 

system and hook-on type carrier system 

4. Coating Types : Pre coated and powder coated 

5. Dimensions : Width 20-200mm, Height 30-200mm
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MODULAR CONTAINERISED SHELTERS / PORTA CABINS

Normal Shelter Expandable Shelter

Collapsible Shelter



ROOF SHEET 
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DECK SHEET

Specifications

Suitable 
Material

Colored Steel plate, Galvanized 
steel

Width of the 
raw material

1220mm Machine design by 
1250mm coil width max.

Thickness 0.8-1.5mm



BARBED WIRE

Specifications :

Type Electroplated Galvanized Barb Wire;

Hot Dip Zinc Plating Barb Wire

Wire Gauge 13*13, 14*14

Barb Distance 7.5 cm – 8.5 cm

Barb Length 3.2 cm

Length In per KG 13*13 – 28Ft.
14*14 – 32Ft.

Zinc Coating 40GSM – 100GSM 35

CONCERTINA WIRE

Specification :

Type BTO - 30

Blade Shape

Blade Thickness 0.5 ± 0.05

Core Wire Diameter 2.5 ± 0.1

Blade Length 30 ± 0.1

Blade Width 18 ± 1

Blade Space 45 ± 1



PARTNERSHIP WITH COMPANIES

INDIAN

INTERNATIONAL
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CERTIFICATES
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PROCESS FLOW CHART

Roll forming Process

Slitting: Slitting of Mother coil into small coil on slitting machine as per 

requirements. (QC Done)

Roll forming: Small Coils now allocated to roll forming machine for cold roll 

forming process through which open end channel are made in different 

dimensions as per requirement. (QC Done)

Packing: After roll forming, Channel (finished good) is moved to packing 

stands where material is packed and stacked in different types of Bundles 

with BOPP Tapes, Cross Filament Tapes, Plastic/Steel Strapping.

Stock: If any surplus / made for stock Channel (finished good) is made during 

production then after packing into bundles moved to stock racks.

Dispatch: All packed material is allocated on dispatch stands according to PI 

by packing team, now dispatch team will check the material and dispatch 

according to dispatch schedule.

Fabrication Process

Slitting: Slitting of Mother coil into small coil on slitting machine as per 

requirements. (QC Done)

CTL  / Shearing: Small Coil are Further processed into strips, sheets, plates. 

(QC Done)

Perforation / Punching: After CTL / Shearing process material is moved for 

perforation where different types of punching is done as per requirement. (QC 

Done)

Bending: Punched material moved to Bending machine for giving different 

shapes as per requirement. (QC Done)

Welding: As per requirement welding is done by various methods like Arc 

Wielding, Mig Wielding, Spot Wielding, Laser Wielding. (QC Done)

Packing: After completion of above required process Channel / accessories 

(finished goods) is moved for packing in different types of bundles, boxes with 

BOPP Tapes, Cross Filament Tapes, Plastic/Steel Strapping.

Stock: If any surplus / made for stock Channel (finished good) is made during 

production then after packing into bundles moved to stock racks.

Dispatch: All packed material is allocated on dispatch stands according to PI 

by packing team, now dispatch team will check the material and dispatch 

according to dispatch schedule.

Note: Fabrication Process can be changed as per the order requirement. 
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