
  TEKNİK ÖZELLİKLER
• PLC elektronik çalışma sistemi (ABB  PLC )
• 10” dokunmatik ekran
• Servo Sürücü (ABB)
• Servo Motor (ABB)
• Makine modeline göre spreyleme başlıkları
• Yağlama adımlarında ara adım belirleme özelliği
• X-Z eksenlerini aynı anda hareket ettirebilme  özelliği
• 6 bölgeli zone  kontrolü ( 3 sabitde , 3 hareketlide )
• Dozatronlu  yağ dolum sistemi
• Otomatik tank dolum ve seviye kontrol sistemi
• Paslanmaz depo

  TECHNICAL SPECIFICATIONS
• Electric cabinet with PLC control system (ABB  PLC )
• 10’’ touch  screen
• Servo  driver  ( ABB )
• Servo  Motor  ( ABB )
• Various quantities spraying heads for machine models
• For lubrication steps intermediate step determination function
• For X-Z axis ability to move at the same time function
• 6 zone control for both sides (3 for fix side , 3 for moving side)
• Lubricant mixing with Dozatron system
• Automatic tank filling system and level control system
• Stainless steel tank
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METAL PRES KALIP YAĞLAMA
(AUTOMATIC DIE SPRAYER)

MPKY



KURUTMA HAVA TÜKETİMİ / BLOWING AIR CONSUMPTION Lt/min 115 115 160 200 240

YAĞLAMA BASINCI / SPRAYING PRESSURE bar 3 3 4 4 4

KURUTMA BASINCI / BLOWING AIR PRESSURE bar 6-7 6-7 6-7 6-7 6-7

NOZZLE ADETİ / NOZZLE QUANTITY piece 2X7 2X9 2X11 2X13 2X15

TEKNİK ÖZELLİKLER / TECHNICIAL DATA

Yukarı Dudullu Mahallesi, Sarı Zeybek Sokak (111. Sk.-DES Organize Sanayi Sitesi) 
No:14 D: 15 Blok No:74, 34776 Ümraniye/İstanbul / Turkey

Tel	 : +90 216 365 67 73 (Pbx)	 Faks	 : +90 216 365 67 74
E-mail	 : info@metalpresmakina.com	 Web	 : www.metalpresmakina.com

MPKY-1 MPKY-2 MPKY-3 MPKY-4 MPKY-5

MAKİNE MODEL / MACHINE MODEL
MP160 
MP200
MP-300

MP-200
MP-300 MP-400 MP-550

MP-750
MP-900
MP-1100

DİKEY HAREKET-Y  / VERTICAL MOVEMENT-Y 750mm 750mm 900mm 1100mm 1400mm

YATAY HAREKET-X  / HORIZANTAL MOVEMENT-X ____ 750mm 1000mm 1000mm 1150mm

YAĞLAMA YÜKSEKLİĞİ-H / HEIGHT ____ 1880mm 2030mm 2230mm 2530mm






