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Max. Dimensions Nominal Nominal DN“T"EI‘ Max. Discharge Current [mA) Max. Dimensions Nominal
TxWxL Voltage Capacity ISP g% TxWxL

The list does not cover all of HCB pouch cell products, if you have other demands, please contact HCB for more information.

Nominal Nominal Max. Discharge Current (mA)
Discharge

o Voltage Capacity
R e

CP251635 25x16x35 1.7 3.0 200 1.0 50 100 CP383047 40x31x47.5 9.3 3.0 1350 5.0 600 1200
CP253025 27x31x26 2.5 3.0 220 1.0 30 50 CP403742 4.2 x 38 x 43 14.0 3.0 1400 5.0 600 1000
CP223830 2.5x37.5x 31 3.5 3.0 400 1.0 100 150 CP403054 4.0x 31 x 54 11.0 3.0 1500 1.0 600 800

CP402523 4.0x25x23 35 3.0 400 1.0 200 300 CP702440 7.3x25x43 13.0 3.0 1500 5.0 600 1000
CP2012120 2.0x13x127 5.0 3.0 480 1.0 50 80 CP952434 9.7x25x35 14.0 3.0 1700 5.0 600 1000
CP502525 5.3x26x26 4.5 3.0 550 1.0 200 400 CP305050 3.2 x 50.5 x 51 11.0 3.0 1800 5.0 600 1000
CP343130 3.4x31x31 6.5 3.0 600 1.0 200 400 CP503742 5.3x38x43 16.0 3.0 1900 5.0 800 1000
CP501932 5.2x20x33 6.0 3.0 600 1.0 200 300 CP603146 6.3 x 32 x 47 15.0 3.0 1950 5.0 800 1000
CP352440 3.6x25x43 6.0 3.0 650 5.0 300 500 CP504644 5.2 x 47 x 45 17.5 3.0 2400 5.0 1200 1500
CP243742 2.6x38x43 6.0 3.0 700 1.0 200 300 CP603742 6.3x38x43 185 3.0 2400 5.0 1000 1200
CP223565 2:7x 35 % 656 6.0 3.0 750 5.0 300 500 CP603450 6.2 x 35 x51 16.0 3.0 2500 5.0 1200 1500
CP224147 2.3x 43 x 49 7.6 3.0 800 1.0 200 400 CP505050 5.2 x50.5x 51 19.5 3.0 3000 10.0 1500 2000
CP263840 2.8 x39 x 41 7.0 3.0 800 5.0 300 500 CP802860 8.2x 28 x 61 28.0 3.0 3000 5.0 1500 2000
CP332544 3.3x25.5x 44 7.0 3.0 800 1.0 300 500 CPB53448 7.8 x 37 x 49 215 3.0 3000 10.0 1500 2000
CP652230 6.7 x 23 x 31 7.0 3.0 800 1.0 300 500 CP453968 4.5x 39 x 68 21.0 3.0 3050 5.0 1500 3000
CP802030 8.1x20x30 6.0 3.0 800 1.0 100 200 CP&03956 6.3 x 40 x 57 20.0 3.0 3200 5.0 1500 2000
CP752425 7.7x25.5%26 8.0 3.0 900 5.0 300 500 CP583083 5.8x30x83 26.0 3.0 4000 10.0 1000 2000
CP224642 2.2x 46 x42 7.0 3.0 920 1.0 300 500 CP705050 7.3 x50 x 51 27.0 3.0 4000 10.0 1500 3000
CP302752 3.0x 27 x52 8.0 3.0 1030 5.0 300 500 CP804062 B.2x41x63 33.0 3.0 5000 5.0 2000 3000
CP502440 5.2x25x 43 9.0 3.0 1200 1.0 600 1000 CP783970 7.7x 39 x 69 31.5 3.0 5500 10.0 2000 3000
CP503333 5.2x 34 x 34 9.0 3.0 1200 1.0 400 800 CP1005050 10.0 x 50.5 x 51 50.0 3.0 6000 10.0 2000 5000
CP304544 3.2 x 46 x 45 9.0 3.0 1300 1.0 300 500 CP7839109 8.0x40x110 63.0 3.0 10000 5.0 3000 5000
CP1202425 12.0x 25 x 26 9.0 3.0 1350 1.0 450 1125 CPSV 16.8x26.5 x 49 39.0 9.0 1200 1.0 600 1000
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HLM & RCR - MODEL LIST

Max.
DEH}EHSI;JI"IS _ _ | Chargs Charging Parameters Continuous Discharge Parameters Pulse Discharge Parameters Operating
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HLM Li-ion Cylindrical Batteries (Hermetic Seal)

HLM0%20-10C 21 9 30 0.11 3.7 <400 4.2 15 0~25 15 0-~25 90 0-~25 -40 ~ 85
30 25~70 30 25~85 300 25~85
20 -20~0 20 -40~0 100 -40~0

HLM14200-10C 21 14.3 100 0.37 3.7 <150 b.2 50 0~25 50 0~25 300 0~25 -40 ~ 85
100 25~70 100 25~ 85 1000 25~ 85
bt -20~0 L -40~0 220 -40~0

HLM14300-10C 28 14.3 220 0.81 3.7 <140 4.2 110 0-~25 110 0-~25 660 0-25 -40 ~ 85
220 25~70 220 25~85 2200 25~85
80 -20-~0 80 -40~0 400 -40-~0

HLM14400-10C 41 14.3 400 1.48 3.7 <120 4.2 200 0~25 200 0-~25 1200 0~25 -40 ~ 85
400 25~70 400 25~ 85 4000 25~ 85
130 0~25 130 -20~0 650 -20~0

HLM14500-2C 51 14.3 650 2,41 3.7 <95 4.2 -20 ~ 60
650 25 ~ 45 650 0~60 1950 0~60
100 -20~0 100 -40 ~0 500 -40~0

HLM14500-10C 51 14.3 200 1.85 3.7 <100 4.2 250 0-~25 250 0-~25 1500 0-~25 -40 ~ 85
500 25~170 500 25~85 5000 25 ~ 85
150 0-~25 150 -20-~0 750 -20~0

HLM14600-2C 61 14.3 750 2.78 3.7 <100 4.2 -20 ~ 60
750 25 ~ 45 750 0~ 60 2250 0~ 60
120 -20~0 120 -40 ~ 0 600 -40~0

HLM14600-10C 61 14.3 600 2.22 3.7 <95 4.2 300 0~25 300 0~25 1800 0~25 -40 ~ 85
600 25~-70 600 25~ 85 6000 25~ 85
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HLM & RCR - MODEL LIST

Max.

Dimensions Charge Parameters Discharge Parameters
Charge g g
(mm) Nominal Nominal Nominal - '
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RCR Li-ion Cylindrical Batteries (Semi Seal)

RCR123A 34 16.8 650 2.405 3.7 =100 4.2 650 325 0~45 6650 325 -20 ~ 60 500

RCR18650-20E-8C 65.5 18.5 2000 7.40 3.7 =17 4.2 2000 1000 0-~45 16000 1000 -20 ~ 60 500

RCR18650-25E-8C 65.5 18.5 2500 9.25 3.7 =17 4.2 2500 1250 0~ 45 20000 1250 -20 ~ 60 800

RCR18650-30E-7C 65.5 18.5 3000 11.10 37 =17 4.2 3000 1500 0~ &0 20000 1500 -40 ~ 85 500

RCR18650-34E-3C 65.5 18.5 3400 12.58 3.7 =25 4.2 3400 1700 0~ 50 10200 1700 -20~70 500
3400 3400 -20-~0

RCR18650-34E-2C 65.5 18.5 3400 12.58 3.7 =45 4.2 6800 1700 -40 ~ 60 500
3400 1700 0~ 45

RCR18650-34E-1C 65.5 18.5 3400 12.58 3.7 =45 4.2 3400 1700 0-~45 6800 1700 -20 ~ 60 500

RCR18650-35E-3C 65.5 18.5 3500 12.95 3.7 =25 4.2 3500 1750 0~ 45 10500 1750 -20 ~ 60 500
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General Safety Instructions Copyright Notice

1 Stnrage L ”B "C'"HES"., "Rij". "% i HCB", ”A " "IZZYCeLL", inthis brochure are the registered trademarks of HCB Battery Co., Ltd.

* All the data indicated in this document, including texts, images and other information are the property of HCB Battery Co., Ltd. It may not be copied

Store battery in coollpreferably < 30°C], dry and well-ventilated area.
or reprinted in any way without HCB prior official permission.

Keep away from moisture, source of heat, and open flames.
* All the data in this document are subject to change by HCB without notice and can become contractual only after written confirmation.

L]

Keep battery in their original packaging until use.
* HCB Battery Co., Ltd reserves the right of final interpretation of this manual.

L]

Do not store for a long time.
* Document Version: HCB-MKT. [V6.0 2025.09]

2. Installation and Replacement

* Please read the relevant manual before using battery.

* Stop using immediately when battery becomes extremely hot or leak.

* Keep battery away from children. Immediately go to the nearby hospital if swallowed.

* Do not invert the positive and negative pole of a battery. Improper connection will cause short circuit, leakage or explosion.

* Do not burn or damage battery. It may cause the release of toxic gas or explosion.

* Do not disassemble battery. Improper disassembly will lead to leakage or even explosion.

* Do not short-circuit. Directly connecting the positive and negative parts will cause the battery short-circuit, leakage or explosion.

* Please pay attention to distinguish different batteries when replacing. Do not mix batteries from different types, batches or brands. Mixed using

fresh and used batteries may cause abnormal self-discharge due to differences in voltage or capacity and lead to leakage or explosion.

* Do not throw battery in the fire. The high temperature will lead to explosion.

* Do not throw battery in the water. |t may lead to explosion.

* It's strictly prohibited to charge primary lithium batteries, charging will lead to leakage or explosion of the batteries.

* Reserve some space in battery chamber to prevent battery exploding due to thermal runaway when used incorrectly.

3. Disposal
* Do not discard, disassemble or burn battery.
* Use safety equipment [safety glasses, gloves, protective clothing, masks, sealed plastic bags] to dispose broken battery.

, : : Minya Konka, 7,508m above sea level.
* Dispose of battery in accordance with local regulations. ~ b

It is located in the eastern part of the Qinghai’- Twlanu, Sichuan Province, China.

-

This splendid mountain with perpetual white snow for thousands of years,
known as the "King of Zu Mountain”.

The above safety instructions cannot completely include all the information regarding safety use of HCB batteries. If you have any questions about this,
please do not hesitate to contact us.




